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® Features:

¢ CV + CV mode power supply
e Built-in active PFC function, PFC > 0.95

* Universal AC input / Full range
* Protections: Short circuit / Over current / Over voltage / Over temperature

¢ Cooling by free air convection

¢ 100% full load burn-in test

* Built-in potentiometers to adjust output voltage and current

OO CeIP65 SELV * IP65 design
ELECTRICAL SPECIFICATION

MODEL GLG-150-12A GLG-150-24A
OUTPUT

CONSTANT CURRENT REGION [2] 9+ 12V 18 + 24V

RATED POWER 150W 151.2W

OUTPUT CURRENT ADJUSTMENT RANGE - VR loyAdj 6.5 + 12.5A 3.2+6.3A

TOLERANCE [4] +3%

LOAD REGULATION +2%

HOLDUP TIME (typ.) 20ms / 115VAC, 20ms / 230VAC
INPUT

FREQUENCY RANGE 47 + 63Hz

AC CURRENT (typ.) 2A/115VAC, 1A / 230VAC

INRUSH CURRENT (typ.) 75A / 230VAC

PROTECTIONS

Range: 95 + 110% rated current
OVER CURRENT
Type: constant current limiting, auto-recovery.

Range: 105°C = 10°C(detect on heat sink of power diodes).

OVER TEMPERATURE
Type: shut down output voltage. Auto-recovery after temperature goes down.
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WORKING ENVIRONMENT

WORKING HUMIDITY 20 + 95% RH non-condensing

TEMPERATURE COEFFICIENT +0.03% / °C (0°C + 50°C)

SAFETY AND EMC REGULATIONS

WITHSTAND VOLTAGE I-P/O-P: 3kVAC; I-P/GND: 2kVAC; O-P/GND: 0.5kVAC

ISOLATIONRESISTANCE P/, P/GND, OP/GND: 100MQ/S00VDC/25C/70%
EMC EMISSION Compliance to EN55015

EMCMMUNTY  Compliance to ENGISA7; ENSSO4 ENGI000-42, 3,4,55,16, 8,41
HARMONIC CURRENT Compliance to EN61000-3-3; EN61000-3-2 class C( > 50% load)

omEnsioNs mroxasmmo
WEIGHT AND PACKING 1.15kg; 15pcs./box; box weight and dimensions: 17.5kg; 26 x 25 x 25.5cm

1. All parameters NOT specially mentioned are measured at 230VAC input, rated load and 25°C of ambient temperature.

2. Constant current operation region is within announced range. This is the suitable operation region for LED related applications, but please reconfirm special electrical requirements
for some specific system design.

3. Ripple & noise are measured at 20MHz of bandwidth by using a 12" twisted pair-wire terminated with a 0.1uF i 47uF parallel capacitor.

4. Tolerance incudes set up tolerance, line regulation and load regulation.

5. Setup and rise time is measured from 0 to 90% rated output voltage.

6. Power supply is considered as a component that will be operated in combination with final equipment. Since EMC performance will be affected by the complete installation, the final
equipment must be re-qualify to comply with EMC Directives.
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Power supply works as voltage source
(if load current is smaller than rated current)
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Constant current region
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/ Power supply works as current source
7 (if LED load current reaches
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7 Over current protection area
7 (hiccup mode)
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